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11R22.5 G 

503 /mph 114.40 lbs 6,175 lbs 105 psi 5,840 lbs 105 psi - 16.00  75 mph 7.5-8.25 in - 11 in 11 in 

313 /kms 51.90 kgs 2,800.90 kgs 723 kPa 2,649.00 kgs 723 kPa - 13 mm 47 kph   - 287 mm 287 mm 

11R22.5 H 

503 /mph 114.40 lbs 6,610 lbs 120 psi 6,005 lbs 120 psi - 26.00  75 mph 7.5-8.25 in - 11 in 11 in 

313 /kms 51.90 kgs 2,998.20 kgs 827 kPa 2,723.80 kgs 827 kPa - 21 mm 47 kph   - 284 mm 284 mm 

11R24.5 H 

479 /mph 122.50 lbs 7,160 lbs 120 psi 6,610 lbs 120 psi - 16.00  75 mph 7.5-8.25 in - 11 in 11 in 

298 /kms 55.60 kgs 3,247.70 kgs 827 kPa 2,998.20 kgs 827 kPa - 13 mm 47 kph   - 282 mm 282 mm 

215/75R17.5 H 

680 /mph 59.80 lbs 4,805 lbs 123 psi 4,540 lbs 123 psi 14 in 12.60  75 mph 6.0-6.75 in - 9 in 9 in 

423 /kms 27.10 kgs 2,179.50 kgs 847 kPa 2,059.30 kgs 847 kPa 363 mm 10 mm 47 kph   - 216 mm 216 mm 

245/70R17.5 J 

664 /mph 67.50 lbs 6,005 lbs 125 psi 5,675 lbs 125 psi - 14.50  68 mph 6.75-7.5 in - 10 in 10 in 

413 /kms 30.60 kgs 2,723.80 kgs 861 kPa 2,574.10 kgs 861 kPa - 12 mm 42 kph   - 241 mm 241 mm 

255/70R22.5 H 

565 /mph 91.70 lbs 5,510 lbs 120 psi 5,070 lbs 120 psi - 16.00  75 mph 6.75-8.25 in - 10 in 10 in 

351 /kms 41.60 kgs 2,499.30 kgs 827 kPa 2,299.70 kgs 827 kPa - 13 mm 47 kph   - 262 mm 262 mm 

275/70R22.5 J 

545 /mph 105.50 lbs 6,940 lbs 130 psi 6,395 lbs 130 psi - 18.00  75 mph 7.5-8.25 in - 11 in 11 in 

339 /kms 47.90 kgs 3,147.90 kgs 896 kPa 2,900.70 kgs 896 kPa - 14 mm 47 kph   - 279 mm 279 mm 

295/75R22.5 G 

519 /mph 108.10 lbs 6,175 lbs 110 psi 5,675 lbs 110 psi - 16.00  75 mph 8.25-9.0 in - 11 in 11 in 

322 /kms 49.00 kgs 2,800.90 kgs 758 kPa 2,574.10 kgs 758 kPa - 13 mm 47 kph   - 282 mm 282 mm 

295/75R22.5 H 

520 /mph 108.10 lbs 7,160 lbs 125 psi 6,610 lbs 125 psi - 16.00  75 mph 8.25-9.0 in - 11 in 11 in 

323 /kms 49.00 kgs 3,247.70 kgs 861 kPa 2,998.20 kgs 861 kPa - 13 mm 47 kph   - 282 mm 282 mm 
 


