ROADMASTER TIRES

ENGINEERED BY COOPERTIRES

RM185™

Tire Specifications Table

Single Dual Static Approved Overall
Load Tire Single Max Inflation Dual Max Inflation Loaded Tread Max Rim Width Overall  Overall Width

Tire Size Range Revs Weight Load Pressure Load Pressure Radius Depth  Speed in Diameter Width Loaded
501 /mph 115.40 Ibs 6,1751bs 105 psi 5,8401bs 105 psi - 18.00 75mph 7.5-8.25in - 11in 11in
11R22.5 G 311 /kms 52.30kgs 2,800.90kgs 723 kPa 2,649.00kgs 723 kPa - 14 mm 47 kph - 284 mm 284 mm
501 /mph 115.40 Ibs 6,610 1bs 120 psi 6,005Ibs 120 psi - 18.00 75mph 7.5-8.25in - 11lin 11in
11R22.5 H 311 /kms 52.30kgs 2,998.20kgs 827 kPa 2,723.80kgs 827 kPa - 14 mm 47 kph - 284 mm 284 mm
477 /mph  123.80 Ibs 6,610 lbs 105 psi 6,005 Ibs 105 psi - 18.00 75mph 7.5-8.25in - 11in 11in
11R24.5 G 296 /kms 56.20kgs 2,998.20 kgs 723 kPa 2,723.80kgs 723 kPa - 14 mm 47 kph - 279 mm 279 mm
477 /mph  123.80 lbs 7,1601bs 120 psi 6,610Ibs 120 psi - 18.00 75mph 7.5-8.25in - 11in 11in
11R24.5 H 296 /kms 56.20kgs 3,247.70kgs 827 kPa 2,998.20 kgs 827 kPa - 14 mm 47 kph - 279 mm 279 mm
500 /mph 117.70 Ibs 6,175|bs 110 psi 5,675Ibs 110psi - 18.00 75mph 7.5-9.0in - 11in 11in
285/75R24.5 G 311 /kms 53.40kgs 2,800.90 kgs 758 kPa 2,574.10kgs 758 kPa - 14 mm 47 kph - 272 mm 272 mm




